
S TA N D A R D  F E AT U R E S

* Performance dependent on glass selection. Please contact your       
   EFCO sales rep for project specific performance. 
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WATER RESISTANCE
(ASTM E547 & E331)

AIR INFILTRATION
(ASTM E283)

CRF
(AAMA 1503)

U-FACTOR*
(ANSI/NFRC 100/200)

STC*
(ASTM E90 & E413)

OITC*
(ASTM E90 & E413)

STRUCTURAL LOAD
(ASTM E330)

S Y S T E M  5500 C U R TA I N  WA L L

• E-Strut thermal isolator
• Various mullion depths available
• Screw spline construction
• Temporary glazing clips not required
• Composite mullion
• Integral door adaptors
• Accommodates up to 1” glazing
• Splices and internal steel reinforcement
• Accessory line of perimeter anchors, pock-

et fillers, door adaptors, etc. 
• Optional corner mullions
• Concealed vents
• Wide variety of snap-on face covers
• Anodized and painted finishes available

Outside Glazed • Inside Glazed • 2 or 4-sided Structural Silicone Glazed 
The 5500 2-1/4” curtain wall system is designed to meet the most 
demanding performance specifications. System 5500 utilizes the 
E-Strut thermal isolator, providing outstanding thermal properties and 
a total composite shape for enhanced structural performance. System 
5500 offers dual finish capability to meet any design finish 
specification.

CAPTURED: 77
SSG: 72

CAPTURED: <0.06 CFM/SF

CAPTURED: 38

CAPTURED: 47

CAPTURED: 12 PSFVISIT EFCOCORP.COM

CAPTURED: 0.27 - 0.49
SSG: 0.29 - 0.52

PERFORMANCE DATA 

1000 COUNTY RD  •   MONETT, MO 65708  •   800.221.4169  •  efcocorp.com© Copyright 2011 EFCO Corporation 12/10

System 5500
2 1⁄4" Curtain Wall Thermal E-Strut™ System

SERIES 5500 OUTSIDE GLAZED CURTAIN WALL 
AIR INFILTRATION .......................................<.06 CFM/SF @ 6.24 PSF
WATER .......................................................NO LEAKAGE > 15.0 PSF
STRUCTURAL .......................visit MyEFCO at www.efcocorp.com
CRF-FRAME (1503-98) ..................................................................77E

CRF-GLASS (1503-98)...................................................................67E

STC (E 90-02) ................................................................................30E

SERIES 5500 STRUCTURAL GLAZED CURTAIN WALL
AIR INFILTRATION .......................................<.06 CFM/SF @ 6.24 PSF
WATER .......................................................NO LEAKAGE > 15.0 PSF
STRUCTURAL .......................visit MyEFCO at www.efcocorp.com
CRF-FRAME (1503-98) .............................................................. 77A, E

CRF-GLASS (1503-98)............................................................... 67A, E

STC (E 90-02) ............................................................................ 30A, E

SERIES 5500 INSIDE GLAZED CURTAIN WALL 
AIR INFILTRATION .......................................<.06 CFM/SF @ 6.24 PSF
WATER ...................................................... NO LEAKAGE @ 15.0 PSF
STRUCTURAL .......................visit MyEFCO at www.efcocorp.com
CRF-FRAME (1503-98) .............................................................. 77A, E

CRF-GLASS (1503-98)............................................................... 67A, E

STC ( E 90-02) ........................................................................... 30A, E

SERIES 5500 CONCEALED VENT 
AIR INFILTRATION .......................................<.06 CFM/SF @ 6.24 PSF
WATER  ......................................................NO LEAKAGE > 15.0 PSF
STRUCTURAL .......................visit MyEFCO at www.efcocorp.com
CRF-FRAME (1503-98) .............................................................. 57A, E

CRF-GLASS (1503-98)............................................................... 63A, E

STC (E 90-02) ............................................................................ 30A, E

A -Available System Depth
Blank - N/AAVAILABLE SYSTEM

DEPTHS
SYSTEM DEPTH

6" 7" 8"
OUTSIDE GLAZED A A A
INSIDE GLAZED A A A

2- AND 4-SIDED STRUCTURAL 
GLAZED A A A

*-Obscure Glass Thickness
**-Laminated Glass Thickness

A-Available Glazing Option
S-Standard Glazing
Blank - N/A

S-5500
Glazing Chart

GLASS OR PANEL
1/8" 3/16" 1/4" 5/16" 3/8" 7/16" 1/2" 9/16" 5/8" 11/16" 3/4" 13/16" 7/8" 15/16" 1" 1-1/16" 1-1/8"

OUTSIDE GLAZED A A S A A A S A A A A S A A
INSIDE GLAZED A A S A A A A S A A

STRUCTURAL GLAZED S A S A

* Based on NFRC 100 
**NFRC Gateway size5500 THERMAL U-FACTORS*

CENTER OF GLASS 
U-FACTOR

CONFIGURATION AND SIZE
FX/FX**

78 3/4" X 78 3/4"
FX/FX 

120" X 120"
0.46 0.49 0.47
0.34 0.39 0.40
0.30 0.36 0.33
0.24 0.30 0.28
0.20 0.27 0.27

A = Estimated values and/or designations 
B = Non-standard size or configuration 
C = Dual glazed 
D = 1" Insulated - 1/4" clear,1/2" air,1/4" clear 
E = 1" Insulated - 1/4" clear (Low Emissivity),1/2" air,1/4" clear 
F = 1" Insulated - 1/4" clear (Low Emissivity),1/2" argon,1/4" clear 
G = 1" Insulated - 1/4" clear,1/2" air,1/4" clear (Low Emissivity) 
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